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Serial nr.
Attention! Please keep this serial number. 
Complaint cannot be solved, if You if you lose 
the serial number.
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I

1.
II
2x DET 3

2x DET 2

5*90
(10 stk.)

1a
1b

1c

1600

1800

2000

Check Your
product!

III 4,5*50
(12 stk.)

 

Serial nr.

2200

Hot Tube Eco Ø160, Ø180, Ø200, Ø220
(internal heater)



2.

I
 

~10mm

II

DET 4 DET 4

III

A

A/2
A/2

Add wood glue
between boards.

5*90/4,5*50
(4 stk.)

IV

Glue

Hot Tube Eco Ø160, Ø180, Ø200, Ø220
(internal heater)



3.

I

  

2x DET 5b

4x DET 5d

4x DET 5c

1
8

0
7

0 V

Remove
screws

 

VI

2x DET 8 

4x DET 9

1x DET 10

3*30
(20stk.)

750

During assembly and retightening
the threaded rods, use oil
(Würth HPS 1400 or similar)
to avoid "cold welding" and it is 
also easier tightening.

15
0

2x DET 5

2x DET 5a

~220 mm

II

DET 5

2x DET 5a

 

III

IV

 

Hot Tube Eco Ø160, Ø180, Ø200, Ø220
(internal heater)



4.

I 4*30
(4stk.)

 
120

Drill 2 holes Ø10 mm

Drill 2 holes Ø10 mm II III

 

 

IV V

4x M10

4x M10

4x M10

VI

DET 11 

DET 12

8 Pieces

3*40
(32stk.)

3*40
(16stk.) 

VII

DET 6

Hot Tube Eco Ø160, Ø180, Ø200, Ø220
(internal heater)



5.

I

DET 13

DET 13a

3*30
(56stk.)

DET 14   

DET 13 

DET 13a 

2x DET 15 

2x DET 16 

4,5*50
(8stk.) 

II
III

IV

4,5*50
(2stk.) 

DET 7a

DET 7b

DET 7b

V VI

 

DET 19

   

Hot Tube Eco Ø160, Ø180, Ø200, Ø220
(internal heater)

Drill hole Ø25mm.

or

Drill hole Ø50mm.

NB! Be careful, do not hit the bottom beams.



6.

Attention! 

Don´t fire up the heater
if hot tube is not fully 
filled up with water. 

MAX. 85 cm.

MIN. 70 cm.

Take ashes out from heater
when itś cooled down.

DET X

DET X is optional and does
not included in every model.

4,5*50

DET X

Ø160
Ø180
Ø200

13 pcs 26 pcs

4,5*50

15 pcs 30 pcs

12 pcs 24 pcs

Hot Tube Eco Ø160, Ø180, Ø200, Ø220
(internal heater)

Ø220 17 pcs 34 pcs


